20mm Border Tower
B20-CW-001
Please read these instructions fully before starting construction.
PVA or equivalent glue will be required to stick sections together.
Sand paper can be used to gently clean any joints.
A sharp modelling knife will be required to remove sections from the sprue. Please use knives with due care and remember
to cut away from yourself at all times.
During the construction of this model, you may find it convenient to use pegs / elastic bands to hold pieces in place while
you allow glue to dry.
You may find it easier to paint portions of this model BEFORE construction – please see the end of the document for info
about this.

Remove the tower walls and two internal bracers
from the sprue.

Glue the together so they form a tube with the
opening as shown above.

Take the pieces of the door.

Glue them together as shown.

Glue the door to the base – using the hole
provided to align it.

Attach the tower, with the openings sliding over
the side walls of the door section.

Glue the top of the door into place.

Then attach the smallest disc to the top of the
tower. Leave to dry.

Each lower wall section is formed from the two
pieces on the left. Glue them together as shown
on the right.

Take these pieces from the sprue plus one of the
lower wall sections.

Glue the disc under the floor piece and insert the
“C” supports so their lugs to through both pieces.
The longest lug on the “C” shaped pieces should
extend through the disc by around 2mm.
Add the lower wall piece between the two “C”
supports.

Work around the model adding a lower wall piece
followed by a “C” section until all are in place.

Carefully slide the middle layer over the top of the
“C” supports and attach it to the lugs on top of the
lower wall pieces.

Take the window pieces.

Glue the windows to the model – the larger
window should be on the right. (see pic)

Glue the roof section into place, aligning the lugs on
the “C” supports and windows with the holes
provided.

The search light is formed from the three pieces
shown above.

Glue the three layers together.

The support column and base for the search light.

Glue the column pieces back to back and stick the
foot onto the search light.

Take the railings.

Glue them around the top of the roof.

Glue the support column and trapdoor into
position.

Glue the search light on top of the support column.

Glue the top of the tower to the base, using the
lugs from the “C” support to align it.

The completed model.

Painting
After this model had been assembled, we sprayed the whole thing with a white car undercoat. Providing you do this from
around 30cm away, none of the etched detailing will be obscured.
You can get the correct distance by spraying the edge of the sprue where the product code text is located.
We then painted the top portion of the model (windows upwards) a dark grey colour, then once dry drybrushed with a
lighter grey followed by an almost white.
The support and search light were painted in the same dark grey / light grey colours, then the lens was painted a dark blue
before being overbrushed with silver.

